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THREAD FLANGE MATERIAL LENGTH PRESSURE RATING

n TYPE E THREAD CONN.

(for type 1 or 2)

1. Bushing Type
(Std. is 1/2" x 1/4") w/ 3/8" Tubing O—If ordering Type 3 Flange Type

2. Nipple Type A—1/2"N.P.T.
(Std. is 17) w/ 5/8” Tubing
B—38/4" N.P.T.
3. Flange Type
(Fits between two 1” Raised Face C—1"N.PT.
Flanges) w/ 5/8” Tubing

n FLANGE SIZE & SERIES n MATERIAL
(for type 3)
304 - 304 S.S.
O—If ordering Type 1 or 2
316-316 S.S.
1x150 - 1" 150#
1 x 300 - 17 300# MON - MONEL
1 x 600 - 1" 600#
1 x 900 - 1" 900# HAST - HASTALOY
etc. (Fits between two Raised Face '
Flanges) ETC. -
B To Determine the insertion length, Pressure Rating
use the following: i O - If ordering Type 3
A - 3000#
1/2 of the coupling length + (Wall thickness of B - 6000#
Pipe) + (1/2 Pipe Internal Dimension)

Coupling Length - 3000 or 6000#
Size Mark
1/2"-1/2" + (Wall Thickness) + (1/2 Pipe |.D.)
3/4”-5/8" + (Wall Thickness) + (1/2" Pipe.D.)
17 - 3/4” + (Wall Thickness) + (1/2" Pipe I.D.)

(flow)=>-»
(pipe)

INSTRUCTION:
Probe is marked on body
and mark should face
up stream.





